








11/ Do not insert or allow foreign objects to enter any ventilation 
or exhaust opening as this may cause an electric shock or fire 
or damage the heater. 

12/ To prevent possible fire, do not block air intakes in any 
manner. Do not use on soft surfaces, like a bed, where 
openings may become blocked. 

13/ The electric fireplace has hot and arcing or sparking parts 
inside. Do not use it in areas where gasoline, paint or 
flammable liquids are used or stored. 

14/ Use this electric fireplace only as described in this manual. 
Any other use not recommended by the manufacturer may 
cause fire, electric shock or injury to persons. 

15/ Always use properly grounded fused and polarized outlets. 

16/ Always use ground fault protection where required by 
electrical codes. 

17/ Always disconnect power before performing any cleaning, 
maintenance or relocation of heater. 

18/ To prevent a possible fire, do not burn wood or other materials 
in this electric fireplace. 

19/ To prevent electric shock or fire, always hire a certified 
electrician should new circuits or outlets be required. 

20/ When transporting or storing this electric fireplace, keep in a 
dry place free from excessive vibration and store as to avoid 
damage. 

21 / Always plug heaters directly into a wall outlet/receptacle. 
Never use with an extension cord or relocatable power tap 
(outlet/power strip) 

SAVE THESE INSTRUCTIONS! 

22/     This electric fireplace is not designed for "zero" tolerance wall and/
or cabinet/millwork installations. Accessability for servicing and 
maintenance must be possible without disturbing building structure 
and/or cabinet/millwork finishes. Allow 6cm/2.4" clearance from the 
top of the insert to any building material surface and 3cm/1.18" 
clearance from the sides to any buildling material surface.




















