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UNIT MUST BE ON A 
DEDICATED ELECTRICAL CIRCUIT.





2 - W all M ounting B racket



16. Unit must be on a dedicated electrical 
      circuit.

17. SAVE THESE INSTRUCTIONS for future 

WARNING: This product contains a chemical 
known to the State of California to cause cancer, 
birth defects, or other reproductive harm.

       reference.



Heater MUS T  a lways  face the f loor R oute power cord  below a nd a way from head u nit a s  s how in box 5.
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C re ates  a
genero us  z one
of c omfort!

1500W
Quartz H alogen
L amp

S A F E  f or INDOOR
A pplic ations  too!

Us es  s tandard
110V  h ous ehold
c urr ent

45-55 deg re e
an gle o f
oper ation

10ft

19ft
10.8 ft

84"

Min h ea d un it
cl ea ra nc e from
co mbust ibles
10" wal l a nd
12" ce ili ng

G ro unded o utlet

G ro unding p in



02110, 60460
120 volts
12.5 amps
1500 watts
Quartz Halogen
84” (7 ft.)

6.25” x 7.25” x 22.125”
7 lbs.



C lip e nds  must be
aligned a s  c lose to

end c onnectors  of lamp
tube when installed. Do N OT

allow to touch tube lamp itself.

2 s heet metal
S crews

6 s mall
bolts C onnecting wire

lead

Metal friction c lips
P ush a part s ligtly

to remove
lamp tube e nd

connectors

F ront Vent P anel R emove &  R eplace E NT IR E  L amp a ssembly
including lamp, end c onnectors  &  wire lead

NOT E : do N OT  a llow a ny m etal to c ontac t ac tual la mp tube

E nd
connectors

wire lead
terminal connector





Problem

Unit fails to turn on.

Head unit is loose or unsteady.

Head unit is hard to adjust.

Smoke appears from head unit.

Weak light output from halogen lamp.

Solution

Check to make sure unit is on a dedicated electrical circuit.
Check electrical plug connection at wall outlet for complete, snug fit.
Check GFI circuit, reset breaker if necessary.
Possibly connected to wall switch that is in off position.
Damage halogen lamp, call customer service hotline.

Tighten connecting bolts/nuts at swivel bracket.

Loosen connecting bolts/nuts at swivel bracket.

Unplug IMMEDIATELY and call customer service hotline.

Life span of lamp has been reached or damaged lamp.
Call customer service hotline for assistance. 






