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Specifications

PARK AVENUETM DIRECT VENT GAS FIREPLACE

37 5/8"
956mm

46"
1168mm

58"
1473mm

24" 610mm
28" 711mm

2"
51mm

13 7/8"
352mm

GAS
INLET

8 7/8"
225mm

21" 533mm
22 1/8" 562mm

14"
356mm

17 3/4" 451mm

7/8"
22mm

7" 178mm DIA.
4" 102mm DIA.

Overview

Dimensions

Model BTU
Width Height Depth

Glass
Actual Framing Actual Framing Actual Framing

GD82T-PA 26,000 28 29 58 58 1/4 22 1/8 22 1/2 29 X 22

See the section 
“MINIMUM MANTEL 
AND ENCLOSURE 
CLEARANCES”

See the section 
“FRAMING”

See the section 
“VENTING” and 
“INSTALLATION”

Side 
WallSee the section 

“FRAMING”

See the section 
“FRAMING” and 
“MINIMUM 
MANTEL AND 
ENCLOSURE 
CLEARANCES” 
for Drywall (or 
other combustible 
material)

See the section 
“FRAMING” for 
Non-combustible 
material

Rating plate, See  “RATING 
PLATE INFORMATION” section

SAFETY BARRIER

SAFETY BARRIER
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Framing & Clearances

PARK AVENUETM  DIRECT VENT GAS FIREPLACE

Minimum Fireplace Clearances Framing Dimensions

Appliance Location

Wall Penetration

Minimum Vertical Vent Rise

26"
660mm

12 1/4"
311mm

72"
1829mm

56"
1422mm

MINIMUM
PLUS RISE*

2"
51mm

2"
51mm8"

203mm

2"
51mm

1"
25mm

COMBUSTIBLE BRICK

COMBUSTIBLE NON-COMBUSTIBLE

0" IF NON-
COMBUSTIBLE 
FINISHING IS
USED SUCH AS
BRICK AND STONE.

INSULATION
SLEEVE

NON-COMBUSTIBLE

10 1/8"
257mm

Product information provided is not complete and is subject to 
change without notice.  Please consult the installation manual 
for the most up to date installation information. 05/2015

Do not build into this area - it must be left clear to 
provide adequate clearance for the vent in this 14” 
(365mm) wide area centered along the front of the 
fireplace. No combustibles are allowed. Fireplace 

should be in its final location before framing.

! WARNING

72"
1829mm  *
MINIMUM

ENCLOSURE 
HEIGHT

58 1/4"
1480mm  *

14" 356mm
MIN

3 1/2" 89mm
MAX

1 1/2"
38mm
MAX

22 1/2"
572mm 

29"
737mm  ** 

8 7/8"
225mm 

2" 51mm 

GAS INLET

Combustible Mantel Clearances


