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APPLIANCE DIMENSIONS FRAMING DIMENSIONS 

LL MAX. 1/2" SCREW LENGTH IN THIS AREA. 

 NO SCREWS IN THIS AREA. 
 

 

  

 

 

 

  

 

* Where applicable, add 6" for fresh air pipe to the 
width of the chase. When drywall panels or any 
other finishing material inside the chase around 
the fireplace is to be used, add its thickness to 
the measurement. 

 

 

  

CORNER INSTALLATION 

 

LEGEND 

Combustible 
material allowed 
in this area  

Non-combustible 
material only in 
this area  

 

 

VARIABLE COMBUSTIBLE 

WOOD 
STUD 

WOOD STUD 

63 1/2" 
1613mm 

A 

B 

84" 
2134 mm  

 
B 

A 

A 

B 

A 

A 

A 

4" (102 mm) FRESH 
AIR INLET (1) 

B 

B 

66 3/4" 
1676 mm 

 

8" (203 mm) CHIMNEY 

96 1/8" 
2438 mm 

32 1/4" 
819mm 

64 1/4" 
1632m

m 

METAL 
FRAMING 

REQUIRED 

This space must 
remain empty. 

66 3/4" 
1676 mm 
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FACING MATERIAL SHELF AND MANTLE 

 

 

LEGEND 

 

Combustible material 
allowed in this area 
(Example: Drywall) 

 

Non-combustible material 
only in this area 

(Example: Cement board) 
 

 

 

*The fireplace can be installed against one of the 
walls in the room, respecting a minimum of 8 1/2” 
from door opening. If the fireplace has a wall built 
against one side of the fireplace, the other sidewall 
must respect minimum 24” from door opening. The 
fireplace may also have a combustible side mantle 
respecting above values. 

HEARTH EXTENSION CONSTRUCTION AND DIMENSIONS* 

 

 

LEGEND 

Combustible 
material allowed 
in this area  

Non-combustible 
material only in 
this area  

 

62 9/16" 
1575 mm 

84" 
2133 mm 

 50" 
1270 mm 

8" 
203 mm 

6" 

152mm 

45° 

48" 
1219 mm 

8 1/2" 
216 mm 

24" 
610 mm 

45° 
84" 

2133 mm 

 

2" 
51 mm 

2" 
51 mm 

2" 
51 mm 

2" 
51 mm 

< 4" 
102 mm 

2" 
51 mm 

2" 
51 mm 

12" 
305mm 

20" MIN. 
508 mm 

69" 
175 mm 

≥ 4" 

102 mm 

*NO R-VALUE REQUIRED. 

TOP VIEW 

No combustible 
material in this area 

15" 
381mm 

48" 
1219 mm 

Min. 

For other shelf 
dimensions, see 
Owner’s manual 

3" (76 mm) 
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1
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